














HOW TO USE (cont.)

@Remove the Lid and add water.

Remove the Water Tank from the Main Body and use the scale to add the
desired amount of water.

e Do not fill the Water Tank with hot water as it may deform, or water may
splash from the Dripping Vent.

® Do not add more water than scale 5 on the Water Tank; otherwise coffee
may overflow from the Water Tank.

®The scale on the Water Tank shows the estimated serving(s) of coffee

cup(s).
4 N N\
The Scale on the Water Tank Water Exhaust Hole _
Water that gets into the Main
@ Body can be drained from
® The water scale for here.
- brewing hot coffee
n will appear in the
@, Water Level Gauge
e | when the Water
L REY Tank is set to the
a Main Body. (The
B Scale for Iced coffee ® Do not pour water directly into the
— B will not show.) Main Body if the Water Tank is not
L JAN set. It may cause malfunction. )

@Set the Water Tank to the Main Body.

Set the Water Tank securely into the Main Body and place
the Lid.

o |f the Water Tank is not securely set to the Main Body,
it may not brew properly.

@Turn on the switch.

Plug in the Power Plug and turn
the switch to " *3,".

The Operation Lamp
will turn on when
the switch is turned to

®Be sure to check that the Purifying
Filter is attached before turning
the Coffee Maker on. Otherwise

hot water may splash out.
amount of water, room

Estimated Time of Completion:
temperature, voltage and the

Cups| 1Cup |2Cups | 3Cups | 4Cups | 5Cups| freshness of the coffee.
. . ° [
Estimated Time | 2.5min.| 4min. |5.5min.| 7min. | 8min. Ea()nng()ettuxgttgg ﬁrr?]gicé;\fgeergrzt
(based on water and room temperature of 68°F (20°C))  electrical shock.
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® The estimated time of completion
may vary depending on the

@Turn off the switch and pour coffee.

MDWhen brewing completes, turn off the switch
(the Operation Lamp goes off).

@Be sure that there is no more hot water
coming out from the Purifying Filter, then
remove the Glass Jug to pour the coffee.

Press Here

e You can pour coffee with the Cone Basket
on the Glass Jug.

@ Be sure not to tilt the Glass Jug too much
as the Cone Basket and the Lid may

come off. Please be aware that
®Do not remove the Glass Jug until the | ;,,qensation on and around the

When the Glass Jug is removed during coffee.
brewing, hot water may come out from the
Purifying Filter and cause scalding.

To Continue the Keep Warm Mode

(MKeep the Switch at " (%" position.

@Keep the Glass Jug on the Keep Warm
Plate with the Lid on.

@After Use

Be sure to hold the Power Plug when unplugging the Power Cord.

When Making Iced Coffee: ~N

Ground coffee, ice, syrup, whipped cream, etc...
(DFollow the same procedures for Hot Coffee to make Iced Coffee.
®For measuring water, use the scale indicated with ‘@' on the Water Tank.

@Fill 80% of the glass with ice cubes, then pour the freshly brewed coffee to
the glass and stir it well.

e Try to limit the length of Keep Warm
to 15 minutes max to maintain the
good aroma and flavor of the coffee.

| * Iced Coffee can be made for 2—5 cups and cannot make only 1 cup. |
- J

How to Stop Brewing in the Middle of the Process: ~

MDTurn off the switch (the Operation Lamp goes off) and unplug the Power Plug from the
electrical outlet.

@Be sure that there is no more hot water coming out from the Purifying Filter, then remove
the Glass Jug, the Cone Basket and the Lid.

L @After the Keep Warm Plate has cooled down, remove the Water Tank and empty the water. )
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HOW TO USE (cont.)

How to Brew Coffee Consecutively:

® Turn off the switch (the Operation Lamp goes off) and wait at least 5 minutes. (Please
refer to "HOW TO USE"(1))

®Do not move the Coffee Maker while it is hot as steam and hot water may suddenly
come out from the Purifying Filter and cause scalding.

To Have Tasty Hot Coffee:

® Preheat the coffee cup(s) with hot water, then pour the freshly brewed coffee.

® Leave the Glass Jug on the Keep Warm Plate when brewing completes. Try to limit the
length of Keep Warm to 15 minutes max to maintain the good aroma and flavor of the
coffee.

How to Detach and Attach the Purifying Filter:

The Purifying Filter reduces the odor and dechlorinates by filtering the boiled water.

e HOW TO DETACH:
Turn the Purifying Filter towards the
arrow (D), then pull it towards @ to
detach.

oHOW TO ATTACH:

Affix the projected part of the
Purifying Filter to the slot of the
Main Body in the direction (), then
turn the Filter towards the arrow @
(affix thoroughly).

®Be sure that the Main Body has cooled down and remove the Glass Jug before
detaching the Purifying Filter, or it may cause scalding.

® During use, the Purifying Filter may discolor and turn brown depending on the quality of
water. This is normal and is not harmful to your health.
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CLEANING AND MAINTENANCE

Unplug the product from the outlet and allow the Main Body and the Keep Warm Plate
to cool down before cleaning.

Parts Names How to Clean

~N

(DWipe it clean with a well-wrung cloth with kitchen detergent.
@After the use of the detergent, wipe with a well-wrung damp

e Main Body cloth.
(®Wipe off any residue on the Main Body with a dry cloth.
® Water Tank _ .
oLid (DWash them clean with a sponge and kitchen detergent. (Use
! only kitchen detergent when cleaning.)
oLid for the

(@Wipe off any residue with a dry cloth after rinsing the parts.

®Do not splash the Main Body, Power Cord and Power Plug
with water or immerse them in water.

Cone Basket
® Cone Basket
e Glass Jug

®Power Cord
and Wipe with a soft dry cloth.
Power Plug

-

Rinse it with running water and dry it well.
(Do not use any detergent to wash it.)

® Purifying Filter
®Replace it with a new filter if it is clogged.

® Do not wash or dry the product or parts in a Dishwasher or Dryer as they may deform.
® Do not use hot water to wash the product or parts as they may deform or break.

B When hot water does not come out from the Dripping Vent
smoothly, clean with Citric Acid.

With use of the Coffee Maker, minerals contained in water may accumulate inside
the pipes.

These are called "lime scale" and if they accumulate, the water may not drip
smoothly, the amount of brewed coffee may be less, or the Purifying Filter may
become clogged.

To remove the lime scale, please follow "How to Perform Citric Acid Cleaning" on
the following page. (P.14)

® The amount of lime scale formation varies as it depends on the water type and its
quality. More lime scale may accumulate with the use of mineral-rich water.
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CLEANING AND MAINTENANCE (cont.) TROUBLE SHOOTING GUIDE

( N\

L. . . Please check the following points before calling for service.
B How to Perform Citric Acid Cleaning. .
Problems: Cause (Points to Check)

® Lime scale may have formed and clogged the Dripping Vent.
If this happens, please clean the product with the following procedures: The P;Odllltﬂ doehst?IOt itch
W Always detach the Purifying Filter before cleaning and maintenance (refer to page 12 for operate a'thoug € switc l"’

details). Performing the Lime scale cleaning listed below without detaching the Purifying is turned to * %"
Filter may alter the taste of the coffee.

Is the Power Plug plugged in correctly?

Is the Water Tank filled with water?

@Add one teaspoon of citric acid (approx. 4g) to the Glass Jug with ls the Water Tank set correctly?
500mL of water. Stir well until the citric acid dissolves, pour in the Water J
Tank and set the Water Tank to the Main Body.

2) Set the Lid, Glass Jug and Cone Basket to the Main Body and begin
brewing. Turn off the switch when the water level reaches 1 (one).

® Always remove the Lid for Cone Basket when performing citric acid
cleaning, as hot water may spill.

Hot water does not come out. \Il}

@ After the liquid with the citric acid has completely cooled down, remove
the scale floating in the liquid and pour the liquid back to the Water Tank
and repeat procedure (2).

@ Brewing with liquid that is not completely cooled down may cause hot SPECI FICATIONS

water to spew.

@ After the Keep Warm Plate has cooled down, empty the Water Tank,

and repeat the brewing process (rinse process) with only water a few Model No. EC-DACS0
times. Rating: 120V 650W 60Hz
Capacity: Max. 680mL
Coffee Brewing System: Drip Type (with removable Water Tank)
REPLACEMENT PARTS AND CITRIC ACID CLEANER Power Cord: 0.9m (2.9feet)
Weight: Approx. 1.6kg (3.5Lbs)
® \When purchasing replacement parts or the cleaner, please check the model number P .
and the parts name beforehand (listed below), then contact the store you had St Dl i Approx. 8.9(W) x 5.9(D) x 10.6(H)
purchased it or Zojirushi Customer Service. Accessory: Measuring Spoon (1 piece)
, Purifying Filter Glass Jug . :
O it ez (for Coffee Maker) (for Coffee Maker) Ol el Cleele

@ |Item Number: EC—Fo1 JAGECDA ADC-05

® The Purifying Filter is expendable. It is advisable to change the filter every 2 years, under the
condition of using the Coffee Maker once a day, although the timing varies depending on the
water type or quality and usage.
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